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EN 998-1:2016, Specification for mortar for masonry —
Part 1: Rendering and plastering mortar

EN 1015-17

EN 1015-17:2005-01, Methods of test for mortar for
masonry — Part 17: Determination of water-soluble
chloride content of fresh mortars

EN 1504-3

EN 1504-3:2005-12, Products and systems for the
protection and repair of concrete structures —
Definitions, requirements, quality control and
evaluation of conformity — Part 3: Structural and non-
structural repair

EN 1504-7

EN 1504-7:2006-08, Products and systems for the
protection and repair of concrete structures —
Definitions, requirements, quality control and
evaluation of conformity — Part 7: Reinforcement
corrosion protection

EN 1542

EN 1542:1999-07, Products and systems for the
protection and repair of concrete structures — Test
methods — Measurement of bond strength by pull-off

EN 12004
EN 12004:2012, Adhesives for tiles — Requirements,
evaluation of conformity, classification and designation

EN 12004-2
EN 12004-2:2017, Adhesives for ceramic tiles - Part 2:
Test methods

EN 12190

EN 12190:1998-12, Products and systems for the
protection and repair of concrete structures — Test
methods — Determination of compressive strength of
repair mortar

DIN EN 12457-1

DIN EN 12457-1:2003-01, Characterization of waste -
Leaching; Compliance test for leaching of granular and
sludges - Part 1: One stage batch test at a liquid to
solid ration of 2 I/kg with particle size below 4 mm
(without or with size reduction)

DIN EN 12457-2

DIN EN 12457-2:2003-01, Characterization of waste -
Leaching; Compliance test for leaching of granular and
sludges - Part 2: One stage batch test at a liquid to
solid ratio of 10 I/kg with particle size below 4 mm
(without or with size reduction)

DIN EN 12457-3

DIN EN 12457-3:2021-03, Characterization of waste -
Leaching - Compliance test for leaching of granular
waste materials and sludges - Part 3: Two stage batch
test at a liquid to solid ratio of 2 I/kg and 8 I/kg for
materials with high solid content with particle size
below 4 mm (without or with size reduction)

DIN EN 12457-4

DIN EN 12457-4:2003-01, Characterization of waste -
Leaching; Compliance test for leaching of granular
waste materials and sludges - Part 4: One stage batch
test at a liquid to solid ratio of 10 I/kg for materials with
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particle size below 10 mm (without or with limited size
reduction)

EN 13279
EN 13279-1:2008, Gypsum binders and gypsum
plasters — Part 1: Definitions and requirements

EN 13501-1

EN 13501-1:2018, Fire classification of construction
products and building products — Part 1: Classification
using data from reaction to fire tests

EN 13813
EN 13813:2002-10, Screed material and floor screeds
— Screed materials — Properties and requirements

EN 13888
EN 13888:2009, Grout for tiles — Requirements,
evaluation of conformity, classification and designation

EN 13892-8
EN 13892-8:2003-02, Methods of test for screed
materials — Part 8: Determination of bond strength

ISO 14025

DIN EN ISO 14025:2011-10, Environmental labels and
declarations — Type lll environmental declarations —
Principles and procedures

DIN EN 14405

DIN EN 14405:2017-05, Characterization of waste -
Leaching behaviour test - Up-flow percolation test
(under specified conditions)

EN 14891

EN 14891:2012-04, Liquid-applied water impermeable
products for use beneath ceramic tiling bonded with
adhesives — Requirements, test methods, evaluation of
conformity, classification and designation

EN 15183

EN 15183:2006-11, Products and systems for the
protection and repair of concrete structures — Test
methods — Corrosion protection test

EN 15804

EN 15804+A2+AC:2021, Sustainability of construction
works — Environmental Product Declarations — Core
rules for the product category of construction products

EAD 030295-00-0605
EAD 030295-00-0605, Flexible polymer modified
mineral thick coating

EAD 030352-00-0503
EAD 030352-00-0503:2019:01, Liquid applied
watertight covering kits for wet room floors and/or walls

EAD 040083-00-0404
EAD 040083-00-0404:2013, External Thermal
Insulation Composite Systems with Rendering

96/603/EC

Commission decision of 4 October 1996 for specifying
a directory of products to be classified as category A
"No contribution to fire" in accordance with decision
94/611/EC on construction products for implementing
Article 20 of Directive 89/106/EEC

2000/532/EC
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Commission decision dated 3 May 2000 replacing
decision 94/3/EC on a waste directory in accordance
with Article 1 a) of Council Directive 75/442/EEC on
waste and Council decision 94/904/EC on a directory
of hazardous waste in terms of Article 1, paragraph 4
of Directive 91/689/EEC on hazardous waste

2003/33/EC:

Council Decision of 19 December 2002 establishing
criteria and procedures for the acceptance of waste at
landfills pursuant to Article 16 of and Annex Il to
Directive 1999/31/EC

Candidate list

Candidate List of substances of very high concern for
Authorisation, published in accordance with Article
59(10) of the REACH Regulation, ECHA,
www.echa.europa.eu/candidate-list-table

CPR

CPR Regulation (EU) No 305/2011 of the European
Parliament and of the Council of 9 March 2011 laying
down harmonised conditions for the marketing of
construction products and repealing Council Directive
89/106/EEC

DAfStb Guideline

DAfStb Guideline on ‘Production and use of cement-
bound flow concrete and grouting mortar’ (VeBMR),
2019-07

Decopaint Directive

Directive 2004/42/CE of the European Parliament and
the council of 21 April 2004 on the limitation of
emissions of volatile organic compounds due to the
use of organic solvents in certain paints and varnishes
and vehicle refinishing products and amending
Directive 1999/13/EC

EWC 101314

2000/532/EC European Waste Catalogue / Ordinance
on European List of Wastes: Waste concrete and
concrete sludge

EWC 170101
2000/532/EC European Waste Catalogue / Ordinance
on European List of Wastes: Concrete

EWC 170107

2000/532/EC European Waste Catalogue / Ordinance
on European List of Wastes: Mixtures of concrete,
bricks, tiles and ceramics

EWC 170802

2000/532/EC European Waste Catalogue / Ordinance
on European List of Wastes: Gypsum based
construction metals e.g. for plasterboard

GaBi 10
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GaBi 10: Software and database for comprehensive
analysis. LBP, University of Stuttgart and Sphera, 2020

GaBi 10 documentation

Gabi 10: documentation of GaBi 10 data sets from the
data base for Life Cycle Engineering LBP, University of
Stuttgart and Sphera, http://documentation.gabi-
software.com/, 2020

IBU 2021

Institut Bauen und Umwelt e.V.: General Instructions
for the EPD programme of Institut Bauen und Umwelt
e.V. EPD programme. Version 2.0. Berlin: Institut
Bauen und Umwelt e.V., 2021

www.ibu-epd.com

MVV TB

U-mark in accordance with ‘Model Administrative
Order laying down Technical Building Regulations’
(MVV TB) no. C 2.1.4.5

PCR Part A

Product Category Rules for Building-Related Products
and Services, Part A: Calculation Rules for the Life
Cycle Assessment and Requirements on the Project
report, Version 1.1, Institut Bauen und Umwelt e.V.,
2021-01

PCR PartB
Product Category Rules for Construction Products,
Part B: Mineral Factory-Made Mortars, 2017-11

PG AIV

Testing principles regarding the issuing of general
building authority test certificates for waterproofing with
waterproofing in conjunction with ceramic tiles (PG-
AlV:2018-03)

PG MDS/FPD

Testing principles regarding the issuing of general
building authority test certificates for waterproofing with
mineral waterproofing slurries and flexible polymer
thick coatings (PG-MDS/FPD:2016-11)

REACH

Directive (EG) No. 1907/2006 of the European
Parliament and of the Council dated 18 December
2006 on the registration, evaluation, approval and
restriction of chemical substances (REACH), for
establishing a European Agency for chemical
substances, for amending Directive 1999/45/EC and
for annulment of Directive (EEC) No. 793/93 of the
Council, Directive (EC) No. 1488/94 of the
Commission, Guideline 76/769/EEC of the Council and
Guidelines 91/155/EEC, 93/67/EEC, 93/105/EC and
2000/21/EC of the Commission.
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